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UNDERFLOOR HEATING
The growing popularity in the use of underfloor heating
presents considerable challenges when used with
hardwood flooring. But when properly installed it can
result in increased enjoyment in the use of your floor.

In general we would always recommend that where
underfloor heating is being used then a Real Wood
Engineered floor should be installed in preference to a
Solid Wood floor due to the increased stability that a
multi-layered construction provides.

The important factors that you must consider when
deciding whether you use underfloor heating with your
new floor are:

1. Underfloor heating should not be turned on and off
suddenly, nor should the temperatures be raised or
lowered quickly, as this will result in dimensional
changes to the timber which can cause the floor to
shrink and crack.

2. Underfloor heating should ideally be left on all the
time with the temperature being raised and lowered
slowly 1°C per day to accommodate the needs of the
different seasons. By having steady heat the timber
will remain stable and provide a warm and pleasant
atmosphere in your home.

3. You must NEVER install underfloor heating over a
concrete subfloor that has a moisture content of
more than 75% relative humidity. Make sure your
installer has checked this before proceeding with the
installation.

4. Certain timbers are more stable than others when
used with underfloor heating and this is indicated for
each floor in this catalogue to help you decide on the
most suitable floor for your requirements.

5. All Real Wood Engineered tongue and groove floors
should always be stuck down using Woodpecker® MS
Parquet Adhesive with a fully bonded surface.

6. Real wood floors with a glueless locking joint can, in
most cases, be floated over underfloor heating subject
to suitability of species.

You will find a more detailed guide to underfloor heating
on Page 164. Always follow the manufacturer’s guidelines
when using underfloor heating.
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